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and 
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NASA Langley Research Center, Hampton VA, 23681-2199 
A novel approach to simultaneously measure the translational temperature, bulk 
velocity, and density in gases by collecting, referencing, and analyzing nanosecond time-scale 
Rayleigh scattered light from molecules is described. A narrow-band pulsed laser source is 
used to probe two largely separated measurement locations, one of which is used for 
reference. The elastically scattered photons containing information from both measurement 
locations are collected at the same time and analyzed spectrally using a planar Fabry - Perot 
interferometer. A practical means of referencing the measurement of velocity using the laser 
frequency, and the density and temperature using the information from the reference 
measurement location maintained at constant properties is described. To demonstrate the 
technique single-shot spectra of elastic scattered light are obtained in a near zero velocity H2-
air Hencken burner flame and simultaneously in an N2-filled gas cell. A simplified Gaussian 
distribution model to the scattered light spectra is used to obtain the flame properties. 
Corrections to this model are applied at lower gas temperatures when the simplified 
Gaussian approximation is no longer suitable. The near-zero measured velocity as a function 
of the measured flame temperature, and a comparison of the measured flame density and 
temperature with the perfect gas law are presented.  
 
I. Introduction 
OLECULAR-BASED diagnostics techniques capable of obtaining simultaneous multiple fluid properties 
such as temperature, density and velocity are critically important for characterizing the flows within air-
breathing engines, such as scramjet engines and scramjet - turbine combined cycle engines for hypervelocity 
vehicles. At the other end of the velocity range, such techniques are needed to help in the development of the next 
generation of subsonic, low noise aircraft. Statistical correlations between these properties will lead to a more 
detailed understanding of the complex flow behavior as well as aid in the development of new turbulence models for 
scramjet engine flow path designs,1,2,3 and more accurate aircraft noise prediction tools.4 Required are instantaneous 
and simultaneous measurements of temperature, velocity, density, pressure, and chemical composition at multiple 
points in a gas when the spatial (hundreds of microns or less) and temporal (hundreds of nanoseconds or less) scales 
of the turbulent fluctuations are resolved. Specifically of interest are the mean properties and their turbulent 
variances and co-variances as well as the probability density functions. To date, diagnostics techniques to meet all 
these requirements on a single platform do not exist, but many linear and non-linear optical techniques are available 
for partial achievement of this goal.5,6 One of these linear techniques, the Interferometric Rayleigh Scattering 
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technique (IRS), has been used for low- as well as for high-speed supersonic/hypersonic non-reacting and 
combusting flows yielding temporally and spatially resolved simultaneous measurements of two-components of 
bulk velocity.7 Recent efforts have attempted to obtain the ro-vibrational temperature, and the species content of N2 
and O2 from measurements with CARS8 (coherent anti-Stokes Raman spectroscopy), simultaneously with velocity 
with IRS.9,10 However, this work in progress needs improvements in instrument precision, as well as additional 
instantaneous measurements, the gas density and a measurement of translational temperature. 
In response to these research needs, in this paper we introduce a novel multi-parameter IRS technique for 
simultaneously obtaining the translational temperature, the bulk velocity, and the density in gases at elevated 
temperatures in a non-intrusive manner. A laboratory demonstration measuring these properties in a H2 - air 
combustion flame (Hencken burner), relative to simultaneous measurements in a reference N2 - filled cell, is 
described. The measurements are compared with the adiabatic flame theory predictions and the applicability of this 
method to turbulent flows is discussed in this paper.  
 
 
II. Principle 
The interferometric Rayleigh scattering (IRS) technique uses a narrow-band polarized laser source of wavelength 
 for probing gas molecules situated at a given measurement volume through photon scattering. Both elastic 
Rayleigh and inelastic Raman scattering of photons occurs. The inelastic scattering arises from changes in the 
rotational and vibrational states of the molecules during the scattering process. This process is weak and occurs in a 
different wavelength band than the laser wavelength. The Rayleigh scattering process is directly related to the 
spatio-temporal motion of the gas molecules and does not change the internal energy of the molecules. It is orders of 
magnitude stronger and occurs near the laser wavelength. The number of photons scattered are proportional to the 
incident laser energy. Receiving optics directly collect the scattered light (near ) in a small solid angle, optically 
compare it with laser light for frequency reference, and analyze it spectrally with a high-resolution Fabry-Perot 
interferometer and a CCD camera detector.11,12 The details of the spectral structure are related to the state of 
collisions between gas molecules traditionally divided in two regimes: hydrodynamic or collision dominated, and 
kinetic or collisionless regime (Rayleigh regime), without a clear border between them. The shape of the spectra is 
related to a non-dimensional ordering parameter y = α/Ka, where α = p/μ is the collision frequency (p is the gas 
pressure and μ is the shear viscosity) and Ka is the acoustic spatial frequency (K is the magnitude of the resultant 
wave vector K and a is the speed of sound). For “s” type scattering, the angle between the electric field vector E of 
the incident light of wave vector k0 (vertically polarized) and the direction of the scattered light of wave vector ks 
(horizontal direction) is  = 900. We denote the scattering angle , as the angle between the direction of k0 vector 
and the direction of ks vector along the optical axis of the receiving optics. With these notations the resultant wave 
vector is K = ks – k0. Assuming that the wave vectors magnitudes are about the same |ks| ≈ |k0|, the magnitude of the 
resultant wave vector is 
)2/sin(2 0 kK               (1) 
where k0 =  |k0| = 2/. For very low density gases y is negligibly small and the Rayleigh spectra is approximated 
with a Gaussian shaped spectra. For moderate density gases, when collisions between molecules start to dominate (y 
~ 1), the spectra include a central peak (Rayleigh) and two Lorentzian-shaped sidebands (acoustic scattering or 
Brillouin). The Rayleigh contribution arrives from thermal fluctuations dissipating by thermal conduction. For large 
ordering parameters, the line width in frequency is given by DTK2, where DT is the thermal diffusivity. The Brillouin 
sidebands are symmetrically Doppler shifted about the central Rayleigh peak due to acoustic scattering from small 
pressure fluctuations in the gas (propagating at the speed of sound). They are located at ± Ka/2, and their line width 
is given by K2, where  is the sound attenuation coefficient. Then, the ratio of Rayleigh to Brillouin integrated 
intensities is ( – 1), where  is the ratio of specific heats.13 This approximation fails in the kinetic regime when y is 
negligibly small. 
At elevated temperatures for atmospheric pressure (or low pressures at room temperature) (y <<1), if we neglect 
the acoustic Brillouin scattering, the velocity distribution of molecules is Maxwellian. For one velocity component 
this is given by 
)/)(exp()()( 222/1   wvwf             (2) 
where  is the velocity of a molecule, v is the bulk velocity of molecules, 
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2/1)/2( mTkw B             (3) 
is the full width at 1/e height of distribution f(), T is the gas temperature, kB is the Boltzmann constant, and m is the 
molecular mass. The bulk velocity v is what we observe at macroscopic scale. For a gas at rest the bulk velocity is 
zero and the average molecular random velocity u = ( - v) due to deviations of  from v is also zero. 
Photons of frequency  from the incident probing beam are scattered from molecules moving in all directions 
with the random velocity u, and are shifted in frequency according to the Doppler effect 
 2/)()( 0 uK d           (4) 
Therefore, for a component of velocity along the resultant wave vector K one can relate the velocity distribution 
of the molecules to the scattered light frequency by rewriting Eq. (2) as 
))/(exp()()( 22/1 wdwf    ,          (5) 
where the new spectral width in frequency is 
0
2/1 /)2/sin()/2( mTkw B .          (6) 
In a gas mixture (as for example in air or in a flame) the spectral distribution of the scattered light is a sum of 
distribution with contributions from each molecular species i weighted by their molar fraction i, and the differential 
scattering cross-section i. Therefore one can write 
)()(
1
0  ii
N
i
i fNCII
i

 ,           (7) 
where I0 is the laser intensity, and N is the total gas number density. The constant of proportionality C depends on 
the laser polarization, and wavelength; the size of the probe volume; and the solid angle of the light collection optics 
(collecting power), the collection direction, and the detector quantum efficiency. 
To determine the gas properties, the scattered light spectra and the laser spectra are analyzed with theoretical 
models by least-square fitting techniques using the laser spectra as reference for Doppler shift calculations 
[References 7, 10, 11, and 12]. Research efforts to extract the properties of gases by analyzing the spectra of 
scattered light with Fabry-Perot interferometers include in diluted gases,13 in low-speed combustion flames,14,15,16 
and in high-speed rocket external flows.17 The use of kinetic models to obtain spectral information requires prior 
knowledge of gas parameters (that are not measured by the instrument) such as the internal specific heat per 
molecule, the ratio of shear to bulk viscosity, and the ratio of shear viscosity to thermal conductivity.18 This model is 
difficult to use since these parameters are not precisely known and there is no data for the species and range of 
temperatures required for measurements. In this work we use a simplified Gaussian-Lorentzian analytical model, 
easy to apply to the data, instead of a more detailed computational Rayleigh-Brillouin kinetic model. Then, 
corrections of these measured quantities via calibrations are applied to obtain quantitative information within an 
acceptable margin of error as it will be shown later.  
 
 
III. Apparatus 
The novel instrument design is based on the idea of referencing all measurable properties, the velocity, the 
temperature, and the gas density.19 This is performed with an optical setup that simultaneously records the spectral 
properties of Rayleigh scattered light from two largely separated measurement locations, one of which is used for 
reference. To increase the incident laser energy probing the measurement volume, and implicitly to increase the 
scattered signal, this system uses for probing two collinear laser beams slightly delayed in time for probing the gas 
sample. The laser source is a seeded dual Nd:YAG laser, with a wavelength, , of 532 nm, variable timing between 
pulses, 10 Hz repetition rate, nine nanoseconds pulse width, and 0.005 cm-1 bandwidth.  Referring to Fig. 1, the 
probing laser beam (of wave vector k0) is focused at the measurement volume (mv1) by the L1 lens and collected 
and re-collimated for further use by the L2 lens. The elastically scattered light pulse (exp1) (of wave vector ks) is 
collected and collimated from the measurement volume mv1 by the L3 lens (f/4, 250-mm focal length, located 250 
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mm from mv1). The beam diameter of this signal is 
reduced to match the analyzing optics aperture 
diameter (~15 mm) using the beam reducer/expander 
formed by lenses L4 and L5, and directed using the 
mirror M1 toward the polarization dependent beam 
combiner PBS. The beam combiner PBS facilitates the 
optical mixing of the signal with the un-scattered light 
(ref1) used for frequency referencing. In this respect, 
this configuration is similar to previous ones.7 In the 
new configuration, however, the polarization 
dependent beam combiner PBS is used to also 
combine this beam with a second beam (exp2) 
collected by the L8 lens from elastic scattering at a 
secondary measurement volume mv2. This 
measurement volume is situated a gas cell with known 
gas properties that is used for properties referencing as 
will be shown later. Similarly, this beam is reduced 
and collimated by the lenses L9 and L10, and directed 
by mirror M3 toward the combiner PBS. The light 
polarization is adjusted such that the PBS reflects it 
together with the main beam toward the Fabry-Perot 
interferometer (F-Pi). The reference laser light needed 
for frequency referencing is optically mixed with the 
signals at the PBS by passing un-shifted laser light 
through the mirror M3 (or mirror M1). Therefore the 
interferogram formed by the F-Pi and imaged by the 
L6 lens on the CCD camera contains the spectra of 
exp1, exp2, and ref1. Figure 2 shows examples of interferograms containing multiple Rayleigh signals (exp1 and 
exp2) obtained in the cell (top horizontal pattern) and at the flame location (bottom horizontal pattern), in room air 
(293 K in Fig. 2(a)) before flame ignition, and in an H2-air flame at equivalence ratio  = 0.5 (1560 K in Fig. 2(b)), 
respectively. The circular pattern is the interferogram of the laser light used for frequency reference (ref1). To avoid 
the eventual overlap of the closely spaced spectra exp1 and exp2 the pattern of exp2 could also be rotated in the 
image plane (for example by 90º) using the Dove prism DP. 
As mentioned earlier, in this new arrangement we increase the energy deposited at the measurement volumes by 
spatially overlapping the two collinear laser beams slightly delayed in time. Additionally we introduce optical 
aberrations in the optical path of the focusing lens through lens tilting. This beam shaping is achieved by tilting the 
focusing lens L1 slightly, 5º to 22º depending on the laser energy, and thereby introducing an astigmatism aberration 
  
Figure 1. Instrument configuration for simultaneous multi-point measurement of velocity, the gas
translational temperature, and density at two largely-separated spatial locations. Legend: L – lens; M –
planar mirror; BD – beam dump; PBS – polarization dependent beam combiner; DP – Dove prism; F-Pi –
solid etalon; em-CCD – electron avalanche multiplication CCD camera; mv – measurement volume.  
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Figure 2. Fabry-Perot interferograms containing
multiple spectra of elastically scattered light from two
largely separated measurement locations, one of which
is used for reference. The bottom horizontal pattern
(exp1) is the signal obtained at the location of a H2-air
Hencken burner flame: (a), in air at 293 K outside the
flame, and (b), in the flame at about 1560 K. The top
horizontal pattern (exp2) is the signal from the
secondary measurement location situated in a low-
pressure N2 gas cell at room temperature. This signal
is used to reference the measurement of temperature
and density performed at the flame location. The
concentric ring pattern (ref1) is the spectra of
unshifted laser light used to reference the Doppler
shift frequency of all signals and facilitate
computation of the gas bulk velocity at both locations.
ref1
exp2
exp1
(a)                                       (b)
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of the beams at their foci.20 The tilting is performed about an axis perpendicular to the plane containing the incident 
laser beam and the signal collection direction. The elliptical beam allows more energy to be deposited in the flow 
without gas breakdown. This results in larger Rayleigh signal intensity if collected from a direction in the plane of 
the beam and the major axis of the ellipse, at the cost of reduced spatial resolution in the other dimension. In the 
experiments reported here a total of 385 mJ in two laser pulses separated in time by less than 200 nanoseconds and a 
ratio of major to minor axis of the elliptical beam of about 10 at its first focus were used. The measurement volume 
is about 0.05 mm × 0.2 mm × 0.5 mm. 
 Both L3 and L8 lenses collect scattered light from the measurement locations at an angle = 90° with respect to 
the corresponding probing laser beam direction. The interferometer is made of solid glass with a free spectral range 
(FSR) of 8 GHz and a total finesse of about 22.  This defines the maximum measurable Doppler shift and therefore 
the dynamic range for measuring velocities to about ±1.5 km/s when no prior velocity direction is known, or to 
about 3 km/s if the velocity direction is known. The range of measurable temperatures and densities in gases is from 
cryogenic temperatures to about 2500 K (limited at high temperatures by the overlap of consecutive orders of 
interference), and from 0.1 kg/m3 to about 2 kg/m3 (limited by the CCD dynamic range), respectively. 
 
 
IV. Experimental 
 Data are obtained from a laboratory combustion experiment. The first measurement location is situated in a non-
premixed near-adiabatic H2-air Hencken burner flame (also used to calibrate the CARS measurements9) at 
atmospheric pressure. The burner is placed vertically at the first measurement volume (mv1) in a direction 
perpendicular to the scattering plane. The hydrogen fuel and the air oxidizer are assumed to mix immediately above 
the burner surface. The burner surface is a 25.4 mm × 25.4 mm rectangular section of hypodermic needle tubes for 
fuel and honeycomb passages for oxidant surrounded by a rectangular region of co-flow honeycomb design (a total 
of 36.5 mm × 36.5 mm square surface). The H2 and air equivalence ratio  is varied from 0.1 to 1, by varying the 
flow rates (up to 0.5 l/sec). A constant flow of N2 of 0.4 l/sec was directed through the co-flow nozzle at all fuel-air 
mixtures to improve flame stability and provide an almost dust-free environment for the instrument. The molecular 
content in the co-flow-flame interface is considered unknown. The flame temperature and species molar fractions in 
the flame region were calculated from the adiabatic flame theory.21 The primary species are N2, O2, H2O, and H2, 
with the minor species (Ar, CO, OH, etc.) being neglected. The product of combustion (H2O) is in the gaseous state 
with negligible contribution from condensate. The perfect-gas law for the mixture is p/ = (R/m)T, where m is the 
molecular weight of the mixture (kg/kmole), p is the gas pressure (N/m2),  is the density (kg/m3), and T is the gas 
temperature (K), and the perfect-gas constant R is 8314.5 J/(kmole)(K). The experiments are performed in room air 
(mair = 28.97 kg/kmole) at the atmospheric pressure pair (101324.72 N/m2), temperature Tair (293.5 K), and density 
air (1.2 kg/m3).  The axial velocity of the flow (vertical direction) was estimated from flow rates at room 
temperature to about 10 m/sec, but higher velocities of this order of magnitude are expected during combustion. The 
radial velocity component (horizontal direction, measured in this experiment) is considered to be much smaller than 
the axial velocity (near zero). 
The second measurement volume is situated in a constant properties glass cell containing N2 at room temperature 
(293.5 K). The glass cell is connected with manual valves and plastic tubing to a feedstock of N2 gas and to a 
vacuum pump. The initial air in the cell is removed with the vacuum pump and the N2 is let in to the desired 
pressure before measurements. A pressure of p0 = 26.5 kPa (198.5 torr) was used for the reported experiments.  
Lower pressure was used to ensure that the density and the y-parameter are similar to those in the combustion flow, 
which made the signals from both channels comparable. 
  
 
V. Results and Discussion 
 Verification of the instrument is performed by obtaining all scattered light spectral properties simultaneously in 
the atmospheric flame and nitrogen (N2) cell. Single-shot spectra I() obtained in the air and H2-air flame from 
interferograms following the steps explained in Ref. 7, are shown in Fig. 3. The data are shown with black solid and 
red empty circles. The best fit to the data shown with red circles using the sum of a Gaussian function for the 
scattered spectra and a Lorentzian function for the reference laser spectra is shown with a continuous black line. 
When the reference signal is too low, the properties of the Lorentzian function required for this fit are extracted from 
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the entire reference (circular) pattern that exists outside of the signal pattern (horizontal pattern). This new 
methodology of finding the location of the reference (Airy function) in the interferogram plane is different from 
what is described in Ref. 7. A planned future article will describe in detail this algorithm. Ten single-shot spectra are 
overlapped to the fitted data (solid circles) to emphasize the trend. Figure 3(a), and Fig. 3(b), show the spectra 
obtained in atmospheric air at the conditions described earlier, and in the flame at  = 0.5 (~ 1637 K), respectively. 
The energy of the laser was maintained approximately constant during these measurements though any variations in 
laser intensity would be corrected by the data obtained in the reference cell. The parameter y for air at atmospheric 
conditions is 0.8 so the spectra in Fig. 3(a) should theoretically contain Brillouin sidebands Doppler shifted by about 
± 0.9 GHz around the Rayleigh center peak. The residual between the experimental data and the Gaussian fit is 
shown in the plot at the bottom of the figure (blue curve). This indicates that the Gaussian fit function over-predicts 
the wings and under-predicts the top half of the distribution. Therefore the distinctive maxima of this residual 
function approximately detect the Brillouin peaks locations and the integral of its absolute value approximately 
shows the acoustic scattering contribution to the spectra. A theoretical analysis of this integral function of the y-
parameter, shows that this contribution to the measured Rayleigh spectra is percentwise similar with the one found 
experimentally by Cattolica et al.14 for different gases. We use this relation to correct the measured spectra for the 
Brillouin contribution at lower gas temperatures. 
For a Gaussian profile, the gas translational temperature is calculated from the spectral width. Normalizing 
Eq.(3) with respect to the known values of properties, the non-dimensional gas translational temperature becomes Tm 
= Wm2m, where Wm is the measured non-dimensional width of the spectral profile, and m the molecular weight of the 
gas, which is a function of the gas composition, normalized by the molecular weight of air. This relation holds at 
moderate to high temperatures, but generates large errors without knowing the gas composition, and when the 
spectral profile deviates from a Gaussian function as described earlier.  Since the molecular weight is not measured, 
it was estimated by comparing the measured width with the computed spectral width, which is a function of the 
molecular weight of the gas (and temperature). Then, we use the computed molecular weight of the gas as an 
approximation of the molecular weight of the gas existing at the time of measurement. In doing so we assume that 
for certain measured spectral widths only a small range of molecular weights are possible. For example, in the 
calculation of Tm from the spectra shown in Fig. 3, the broadest Rayleigh spectra shown in Fig. 3 (b) cannot be 
attributed to cold gases (higher molecular weights) that will produce the spectra shown in Fig. 3 (a). The maximum 
error possible in these computations without considering this approximation of the molecular weight is about 16% in 
the whole range of measurable temperatures presented here. The actual error of the measurement obtained by 
estimating molecular weights is considered to be only a fraction of this maximum error. 
To obtain the bulk velocity of the gas, the spectra are analyzed for the average spectral shift frequency relative to 
the laser spectra. From Eq. 4, if all molecules move with the bulk velocity v, the spectra is Doppler shifted from the 
laser frequency 0 by (-0)/0 = 2(v/c) sin(/2), where 0 (= c/) is the frequency reference of the laser. Notice 
(a)  (b)    
Figure 3. Combined Rayleigh and laser spectra obtained, (a), in atmospheric air at ~ 293 K, and (b), in H2-air flame at 
~ 0.5 (1637 K).  The intensity scale is shown in arbitrary units (a.u.). Data contain ten instantaneous measurements to
emphasize the trend (solid circles). Only one dataset (empty red circles) is fit with a combined Gaussian-Lorenzian
function (solid black line). The residual of the fit is shown in blue. 
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that in the previous work described in 
Refs.14, 15, and 16, a simultaneous 
frequency reference is not available for 
every measurement. Such frequency 
referencing allows for corrections to drifts 
in the laser frequency and etalon 
temperature or vibration (in the case of air-
spaced etalons, though a solid etalon was 
used in the present experiment). 
 In a usual configuration for measuring 
gas density, to keep the measurement 
unaffected by the fluctuation in laser 
energy from shot to shot, a reference 
measurement of the laser energy is 
implemented by recording a part of the 
signal or the laser light. The solution for a 
reference adopted in this work is a 
secondary measurement volume located in 
a glass cell containing a gas with known 
pressure, temperature, and composition. By 
normalization with the cell signal total 
intensity A0 the laser energy fluctuations 
from pulse to pulse during the 
measurement are minimized. Additionally, 
the measured cell parameters provide 
simultaneously a reference for known gas 
density, temperature, and velocity (zero for 
stagnant gas). Integrating over the solid 
angle of the collecting optics and rewriting 
in dimensionless quantities, Eq. (7) 
becomes m = C2 (Am /A0) / (/mm), where 
Am/A0 is the non-dimensional integral of 
the signal, m is the gas density normalized by air, and  = ΣiNi(ii)/air is the non-dimensional scattering cross 
section of the gas weighted by the molar fraction of species i. The constant C2 is found from simultaneous 
measurements of known gas properties in the cell (N2) and in air at the measurement volume. 
The total measured signal is computed by integrating the spectral fit function (solid line in Fig. 3 minus the 
reference Lorentzian function). For y << 1, the integral can be approximated by (assuming a Gaussian function) the 
maximum spectral intensity multiplied by full-width half maximum and (2 
Figure 4 shows the profiles of measured quantities in the Hencken burner flame at equivalence ratio of  = 1.0 
(blue) and  = 0.5 (black), relative to the known quantities. Data is extracted from single-shot interferograms using 
Gaussian and Lorentzian fit functions as approximation for the Rayleigh and laser spectra. Figure 4(a) shows the 
normalized spectral bandwidth Wm measured at the flame location. The normalization factor is the spectral width W0 
obtained at this location in air at room temperature (~293.5 K). The width obtained in the N2 cell, about 9% 
narrower than the width measured in the air, can also be used for reference. Figure 4(b) shows the integral of the 
signal intensity measured at the flame location (black and blue trace), relative to the integral of the signal obtained in 
the cell, corrected for the cell signal intensity relative to the flame signal intensity. The core flame cross section, 
where the flame properties are almost uniform, is about 20 mm × 20 mm. The measurement volume was scanned 
along a line from one side to the other over the center of the burner (shown in the inset image of Fig. 4) in a plane 
situated at about 38.5 mm above the burner surface (similar measurements of rotational-vibrational temperature 
using CARS were performed by Hancock22). The Doppler shift frequency obtained in flame at equivalence ratio of  
= 0.5 (black) relative to the maximum measurable frequency (defined by the interferometer) is shown in Fig. 4 (c). 
The simultaneous properties measured in the reference cell are plotted with red symbols. The normalization factors 
for the cell properties in Fig. 4(a) and Fig. 4(b) are the measured cell properties, the spectral width and the integral 
of the signal in the cell at one atmosphere, respectively. The spatially resolved measurements of the relative spectral 
width show a slight flame asymmetry in this property as the measurement volume is scanned across the flame region 
Figure 4. Normalized spectral properties obtained simultaneously in H2-
air Hencken burner flame ( ~ 1.0 (blue), and  ~ 0.5 (black)), and in the
reference N2-cell (red symbols) relative to atmospheric properties: (a),
the spectral bandwidth, (b), the area of the spectra, and (c), the Doppler
shift frequency. The inset on the top of the figure is a top view of the
central section of the burner.
coflow flat flame region coflow
(a)
(b)
(c)
burner 
section
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(Fig. 4(a)). This is evidenced more at higher flame 
temperatures (blue) than at intermediate ones (black) 
although in both cases they correlate approximately with 
the position of the burner nozzles revealing the discrete 
(flamelet) structure of the flame. In the core region of 
the flame, where the ideal flow properties should be 
predictable from computations, the measured average 
temperature is 2323 K ± 415 K (± one standard 
deviation) on the left side and 2083 K ± 343 K on the 
right side of the axis of flame at   = 1.0. These average 
values are about 2.2 % and 12.4 %, respectively, lower 
than predicted. The large standard deviation of the 
measurement is attributed partly to the variation with 
position (during the scan) in flame temperature and 
composition due to the flamelet structure and partly to 
random measurement error. At moderate temperatures 
(~ = 0.5), when the flame is more uniform, this 
variation is smaller than 80 K. Because the 
measurements were not performed at a fixed location in 
the flame, the instrument random error in measuring 
temperature is not directly quantifiable at this time.  
The non-dimensional integral of the signal, which is 
proportional to the gas density (and inversely 
proportional to the gas temperature), is shown in Fig. 
4(b).  The measured density in air, and flame at  = 1 are 
1.23 kg/m3 ± 0.05 kg/m3 and 0.13 kg/m3 ± 0.007 kg/m3, 
respectively. These mean values are higher than 
predicted, by about 2.5 % in room air and by about 4.5 
% at the flame. The higher-than-expected value of 
density in the flame suggests also a flame of lower 
temperature than predicted as well as measured from the 
spectral width. 
 The gas density, and bulk velocity computed from 
spectral properties obtained in air and the flame (data 
shown with black symbols in Fig. 4) during the full scan 
of the flame at  = 0.5, are shown in Fig. 5 as a function of the computed temperature. The gas density and 
temperature are normalized with respect to the ambient air density (1.2 kg/m3) and temperature (293.5 K), 
respectively. The velocity is normalized by the maximum measurable velocity (3 km/s) defined by the optical setup. 
As shown in Fig. 5(a), the measured gas density dependence on the measured translational temperature (blue 
symbols), agrees very well with the perfect gas law (solid curve) computed for this case. In this computation the gas 
temperature and composition is assumed to be only a function of  so the gas molecular weight can be inferred as a 
function of the temperature outside of the flame core where  is unknown. The measured velocity dependence on the 
flame temperature is shown in Fig. 5(b). The rms (root mean squre) variations that include true innate instrument 
errors and spatial and temporal fluctuations of the flow As expected, the mean velocity is near zero, and the rms 
fluctuations (± one standard deviation) of velocity increases with increasing temperature from about 11 m/s at the 
room temperature (and in the cell) to about 27 m/s in the flame core (and increases to 39 m/s at  = 1). This is less 
than 1% of the dynamic range of the instrument. We must mention that this instrument was not intended to measure 
near-zero velocities, but rather supersonic/hypersonic ones (up to 3 km/s!). To accurately measure low velocity 
flows, a higher resolution interferometer and a backward scattering direction (more sensitive to Doppler shift) could 
be selected.  
To our knowledge, these high resolution measurements of simultaneous and instantaneous gas translational 
temperature, velocity, and density using interferometric Rayleigh scattering are the first to be performed in H2-air 
Hencken burner flames. 
 
 
Figure 5. (a), The measured gas density in air and in flame
(blue symbols) as a function of the measured temperature,
compared with the perfect gas law (solid curve); (b), the
measured bulk velocity in air and in flame as a function of
the measured temperature. The gas density and
temperature are normalized with respect to the ambient
air density (1.2 kg/m3) and temperature (293.5 K),
respectively. The velocity is normalized by the maximum
measurable velocity (3 km/s).  Data obtained at
atmospheric pressure during a full scan through a H2 air
Hencken burner flame at about = 0.5. The burner
stabilization co-flow is nitrogen gas.  
(a)
(b)
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VI. Conclusions 
A non-intrusive optical diagnostic technique for temporally and spatially resolved measurements of multiple 
properties in reacting and non-reacting gases is described. The system employs a narrow-band pulsed laser source at 
532 nm for simultaneous probing of molecules through elastic light scattering at two largely separated measurement 
locations, one of which is used for reference. The collected photons containing information from both measurement 
locations are analyzed spectrally with a planar Fabry-Perot interferometer. The reference measurement is located in 
a glass cell containing N2 gas at low pressure (26.5 kPa) and room temperature (293.5 K). The measured cell 
spectral properties provide simultaneously a reference for known gas density (the spectral intensity), translational 
temperature (the spectral width), and supplementary near-zero gas velocity (zero average Doppler shift). 
Additionally, the cell spectral intensity provides the normalization factor for the laser energy fluctuations critical for 
the measurement of density. These spectral properties are used to calculate, by normalization, the gas density and 
translational temperature at the measurement location. The range of measurable temperatures and densities in gases 
is from cryogenic temperatures to about 2500 K (limited by the interferometer), and from 0.1 kg/m3 to about 2 kg/m3 
(limited by the CCD dynamic range), respectively. The maximum dynamic range for measuring velocities is about 
±1.5 km/s when no prior velocity direction is known, or about 3 km/s if the velocity direction is predictable. 
In a laboratory demonstration, the measurement location is situated in a non-premixed near-adiabatic H2-air 
Hencken burner flame at atmospheric pressure. The referenced measurements at different flame conditions compare 
favorably with the flame temperature and the gas density (up to the stoichiometric flame temperature of 2377 K) 
computed with the adiabatic flame theory. The random errors of measuring the flame properties, the translational 
temperature, velocity, and the gas density at the maximum measurable gas temperature, are estimated to less than 
about 17 %, 39 m/s and 5%, respectively. We must emphasize that these errors include the spatial and temporal 
variation of these properties across the flame. 
These preliminary experiments demonstrate simultaneous referencing (calibration) while performing 
measurements of velocity, density, and temperature with the interferometric Rayleigh scattering technique described 
here. Future improvements include calibration tests and the use of better theoretical models to extract the 
information more accurately from scattered light spectra. Envisioned is the use of the instrument for simultaneous 
multi-property turbulence studies of subsonic, supersonic, and hypersonic, nonreacting flows and predictable 
composition reacting flows in the range of temperatures, turbulence levels, and errors described here. 
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